














GLOW » Custom NMC

Delivering information at the speed of sight.”

Custom Stairwell ID Signs
»ldentify stairwells or ramps with this

custom made floor identification sign.
« Complies with 2009 IBC/IFC Standards
* 18”x 12" Sign
» Listed UL 1994
» Made from high quality rigid plastic
» Tactile raised letters
* Braille beads
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'NORTH STAIR ) oniremions
FLOOR the stair or ramp

Floor level

Braille floor identifier

FLOOR 1 TOFLOOR 24.__ Terminus of the top & bottom

of the exit enclosure
NO ROOF ACCESS.—— Availability of roof access from
the enclosure (for the fire dept.)
DOWN TO FLOOR 1

&FOR EX'T DISCHARGE'-— Story of and direction to

lcc-nn-ooAJ the exit discharge

» To Order:
Specify stair name/number, roof
access up or no roof access, floor
level, exit level and lower and upper
terminus (of the stairwell enclosure)
and mounting method (Foam Tape,
3M Adhesive Back, or 4 Pre-drilled
Mounting Holes). | D

IFC 1022.8 states: A sign shall be provided at each floor landing in exit enclosures
connecting more than three stories designating the floor level, the terminus of the top and
bottom of the exit enclosure and the identification of the stair or ramp. The signage shall
also state the story of, and the direction to, the exit discharge and the availability of roof

access from the enclosure for the fire department. The sign shall be located 5 feet above
the floor landing in a position that is readily visible when the doors are in the open and
closed position. Floor level identification signs in tactile characters complying with ICC
A117.1 shall be located at each floor level landing adjacent to the door leading from the
enclosure into the corridor to identify the floor level.

Can’t find what you're looking for? Customize it!



