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LOCKOUT TAGOUTEducation 281

On nationalmarker.com enter keywords: Lockout Training

Lockout/Tagout Training Program
»Provide your employees with the proper lockout/tagout 
 training and education.
• Provides an overview of OSHA’s lockout/tagout requirements and  
 demonstrates proper procedures.
• Program covers applying lockout/tagout, releasing lockout/tagout,  
 requirements for locks and tags, use of tagout alone, lockout/tagout  
 inspections and tips for staying safe on the job
• Covers additional topics for authorized employees, including group  
 lockout/tagout procedures and maintaining lockout/tagout during  
 shift changes

LODVD Includes
• (1) 20 minute DVD
• (1) Instructor’s Guide
• (11) Employee Handbooks
• (1) Trainer Tools CD-ROM
• (1) Awareness Poster

For extra handbooks, order HB20.

Lockout/Tagout Handbooks
»Provide your employees with helpful information they
 need for optimum safety. Perfect supplement to your 
 safety training program.
• Booklets include easy-to-read text on procedures and 
 safe work practices
• 10/pack

Lockout/Tagout Poster
»Provide your employees with a daily reminder 
 to help reduce on the job accidents.
• 18” x 24”
• Laminated for durability and lasting appearance
• Easy to clean

Description Price

Handbooks (10/pack) $21.77

Part No. Description Price

LODVD DVD Pack $515.97

HB20 Handbook Only $4.86

Part No. Price

PST006 $19.75

LODVD

HB20

HB13 HB16

PST006
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LOCKOUT TAGOUTSigns 282

View in the Bilingual Section, pages 308 to 319.

USE LOCKOUT
SERVICE DURING

MAINTENANCE OR 
ANY OPERATOR 

ADJUSTMENT

THIS MACHINE MUST
BE LOCKED OUT

PRIOR TO SERVICING

LOCK VALVES
BEFORE

ENTERING TANK

DANGER
LOCK OUT ELECTRICAL

SWITCHES BEFORE
WORKING ON MACHINERY

LOCKOUT ELECTRICAL
EQUIPMENT BEFORE

PERFORMING REPAIRS

LOCK OUT FOR
SAFETY BEFORE

YOU START

DANGER
LOCK-OUT TAG-OUT

POWER BEFORE SERVICING,
REPAIRING, CLEANING, OR

RETOOLING EQUIPMENT

In accordance with OSHA Regulation 29 CFR Part 
1910.147, all machines and equipment must be 
Locked-Out prior to servicing and maintenance.

If you have any questions about the Lock-Out procedure, 
please see your Supervisor or the Safety Director.

This Regulation Will be Strictly Enforced.

CAUTION

Follow lockout
procedures.

DANGER
DO NOT OPERATE
NAME: 
DATE: 

BEFORE ENTERING
LOCK-OUT ALL

ENERGY SOURCES

BE SAFE
LOCK IT OUT

ELECTRICAL
POWER
SHUT-OFF

EMERGENCY
SHUT-OFF

CAUTION

Follow
lockout
procedures.

DANGER

Lock out
equipment
before
servicing.

LOCK OUT FOR
SAFETY BEFORE

YOU START

LOCK-OUT
HERE

LOCK-OUT
POINT LOCK-OUT TAG-OUT

POWER BEFORE SERVICING,
REPAIRING, CLEANING, OR

RETOOLING EQUIPMENT

THIS MACHINE MUST
BE LOCKED OUT

PRIOR TO SERVICING

CAUTION
This unit has
more than
one power
source.

DANGER
LOCK OUT

EQUIPMENT
BEFORE SERVICING

DANGER
LOCK OUT

EQUIPMENT
BEFORE ENTERING

THIS EQUIPMENT
MUST BE LOCKED
OUT WHEN WORK

IS BEING DONE

LOCK OUT
SWITCHES BEFORE

WORKING ON
EQUIPMENT

LOCK OUT BEFORE
MAINTENANCE

OR ANY OPERATOR
ADJUSTMENT

 PS 10 x 14 C629PB
 RP 10 x 14 C629RB
 AL 10 x 14 C629AB

 PS 7 x 10 C190P
 PS 10 x 14 C190PB
 RP 7 x 10 C190R
 RP 10 x 14 C190RB

 PS 7 x 10 D303P
 PS 10 x 14 D303PB
 RP 7 x 10 D303R
 RP 10 x 14 D303RB
 AL 7 x 10 D303A
 AL 10 x 14 D303AB

 PS 7 x 10 C177P
 PS 10 x 14 C177PB
 RP 7 x 10 C177R
 RP 10 x 14 C177RB

 RP 7 x 10 D302R
 RP 10 x 14 D302RB
 AL 10 x 14 D302AB

 PS 7 x 10 C357P
 PS 10 x 14 C357PB
 RP 7 x 10 C357R
 RP 10 x 14 C357RB

 PS 7 x 10 M706P
 RP 7 x 10 M706R
 RP 10 x 14 M706RB

 PS 7 x 10 C178P
 PS 10 x 14 C178PB
 RP 7 x 10 C178R
 RP 10 x 14 C178RB
 AL 10 x 14 C178AB

 PS 10 x 7 DGA18P
 PS 14 x 10 DGA18PB
 RP 10 x 7 DGA18R
 RP 14 x 10 DGA18RB

 PS 10 x 14 N140PB
 RP 10 x 14 N140RB
 AL 10 x 14 N140AB

 PS 10 x 7 CGA4P
 RP 10 x 7 CGA4R
 RP 14 x 10 CGA4RB

 PS 7 x 10 D370P
 RP 7 x 10 D370R

 PS 7 x 10 C120P
 RP 7 x 10 C120R
 RP 10 x 14 C120RB
 AL 10 x 14 C120AB

 PS 10 x 14 C419PB
 RP 10 x 14 C419RB
 AL 10 x 14 C419AB

SGA3AP

C177APSGA8APDGA18AP

CGA4APEPA2APEPA1AP

C190AP CGA16APD303APEPA4AP

EPA3AP

PS RP AL

Size 1 - 5 6+ 1 - 5 6+ 1 - 5 6+

7” x 10” $8.63 $7.31  $11.61 $9.87 $23.39 $22.47

10” x 14” $10.83 $9.19  $17.25 $14.66 $30.18 $25.63

.050 Rigid Plastic  .040 AluminumPressure 
Sensitive Vinyl

Size Qty 1-24 25+

3” x 5” 5/pack $16.54 $14.91
Machine Labels
• 3”x 5” pressure sensitive vinyl

Visi-Sign™

• Made from durable 3mm Ultra 
White PVC

• Projects from wall at a 45˚ angle
• Features pre-drilled mounting holes 

for fast and easy installation
• Excellent fi re properties with a 

UL94 V-0 fl ammability rating
• Custom legends available

Part No. 1-5 6+

VS20R  $21.75 $18.50

 PS 10 x 14 C548PB
 RP 10 x 14 C548RB
 AL 10 x 14 C548AB

 PS 10 x 14 D664PB
 RP 10 x 14 D664RB
 AL 10 x 14 D664AB

 PS 10 x 14 D665PB
 RP 10 x 14 D665RB
 AL 10 x 14 D665AB

 PS 10 x 14 C549PB
 RP 10 x 14 C549RB
 AL 10 x 14 C549AB

 PS 10 x 14 C617PB
 RP 10 x 14 C617RB
 AL 10 x 14 C617AB


